
VulcaLap® Aluminium Rainscreen System 

Technical Specification, December 2024 

GENERAL DESCRIPTION 

VulcaLap® aluminium rainscreen made from extruded aluminium 6063T6, anodised or powder 

coated to any matt RAL colour or Wood finishes. See also data sheet for VulcaBar®. Purpose-

designed starter tracks or vented cill, corner sections, trims and fixing clips must be used. Special 

details for fire remediation projects. Plank widths 150, 135, 125 or 90mm, in T&G or Shiplap 

profiles, supplied in standard 3, 4 or 5m lengths, special order up to 7.2m. All plank cuts to be 

hidden by trims; staggered/ random jointing. Refer to Vulcan drawings and installation details.  

10-year guarantee. Independently tested finishes life expectancy of 25 years in corrosivity category 

C4, seafront and chlorine. Aluminium system design life 60 years. 100% recyclable at end of life.  

FINISHING SURFACE 

Standard surfaces include: WOOD finishes, RAL colours, Corten Steel effect and Anodised 

(Silver/Bronzes) 

CWCT – wind, impact, water testing 

All VulcaLap® planks have passed CWCT full scale test, sequence including: watertightness, 50 

year wind resistance fatigue test; cyclic 2.4kN/m2 serviceability; 3.6kN/m2 safety, positive and 

negative pressures. Soft and hard body impact testing, acceptable for pedestrian areas. 

FIRE REACTION 

Polyester powder-coating including WOOD finishes, RAL colours and Corten Steel effect are 

classified EN13501.1, A2-s1,d0 material of limited combustibility. Anodised finish does not require 

testing, classified EN 13501-1, A1-s1,d0 non-combustible material. 

FIRE RESISTANCE 

VulcaLap® has passed multiple plank configurations of cavity barrier fire tests at Warringtonfire, 

exceeding 30 mins integrity/15 mins insulation, horizontal and vertical barriers. Tenmat cavity barriers 

can be purchased directly from Vulcan Cladding Systems with manufacturers full technical support.  

THERMAL CO-EFFICIENT OF EXPANSION 

The VulcaLap® system will expand by 1mm per 1m of plank, ie. 4m planks leave minimum 4mm gap 

between joints. To manage this movement, refer to VulcaLap Install Details for fixed point positions. 

SIZE, WEIGHT & THICKNESS 

VulcaLap® aluminium extrusions are typically 2mm thick throughout the system. The system weight is 7.5kg 

to 9.0kg/m² depending on the plank width. 

LOGISTICS 

Deliveries are generally made by Hiab offload in steel stillages – small projects option for hand offload. 

Contractors should move to secure storage immediately. Contact the office for lead times. 


